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Ellis Wheeler Tracer Wire Verbiage 
 
Open Trench/Open Cut
 
Tracer wire for open-cut installation shall be a 12 AWG solid, PRO-TRACE® HF-CCS PE30.  Conductor shall be annealed, 21% IACS, copper-clad steel, utilizing AISI 1006 low carbon steel core with minimum break load of 282 lbs. or 55,000 psi (required to meet break load, flexibility, and ASTM B910).  Conductor shall be extruded with a 30 mil, high density, high molecular weight polyethylene (HMW-HDPE) pursuant to ASTM D1248.  Tracer wire shall be rated for direct burial use at 30 volts and RoHS compliant.  Tracer wire shall be PRO-TRACE® HF-CCS PE30 as manufactured by Pro-Line Safety Products and distributed by Ellis Wheeler.
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Directional Drilling
 
Tracer wire for directional boring installation shall be a 12 AWG solid, PRO-TRACE HDD-CCS PE45.  Conductor shall be hard-drawn, 21% IACS, copper-clad steel, utilizing AISI 1055 high carbon steel core with minimum break load of 1,330 lbs. or 260,000 psi (required to meet break load).  Conductor shall be extruded with a 45 mil, high density, high molecular weight polyethylene (HMW-HDPE) pursuant to ASTM D1248.  Tracer wire shall be rated for direct burial use at 30 volts and RoHS compliant.  Tracer wire shall be PRO-TRACE HDD-CCS PE45 as manufactured by Pro-Line Safety Products and distributed by Ellis Wheeler.
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The highlighted portions will have to be switched out if you change the gauge size.
 
For example, if you switched the open cut spec to a 14 AWG you would have a break load of 177lbs. 
 
The break loads and PSI are listed on the spec sheets.
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PRO-TRACE HF-CCS PE30 TRACER WIRE ~ OPEN-CUT, m.ow—ln. BLOW- m

74418 XXX IBAWGHF-CCSPE3)  70lbs  55000psi 0030 001 44191 714 500/1000/2500
74416 X0 16AWGHRCCSPES)  112lbs  S5000psi  0030° O 70218 1015  500°/1000°/2500"
4A1LXOK  1AAWGHFCCSPEI0  1771bs  55000ps 0030 012" 111800 1482 500/1000'/2500
744120000 12AWGHRCCSPEI)  2821bs  S5000ps  0030°  O4L 177644 2205  500°/1000/2500"
7441300 10AWGHFCCSPES0  a48bs  S5000ps 0030 0162 282537 3335  500/1000'/2500

74414X0  BAWGHFCCSPES)  7131bs  55000psi 030" 089" 449297 5105  CUSTOM ORDER
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74642 XXX 14 AWG HOO-CCS PEAS 855 1bs 26500005l 005" 054" 111800 1900 *"NEW-CALLUS
74642, XX 12 AWG HDD-CCS PEAS  1330ibs 26000008 0045 0171 17.7644  27.00 _ 500/1000'/2500"
74643X0K  I0AWGHDDCCSPEAS  19401bs  238000ps 004" 0152 282537 4000 500°/1000°/2500"
746440008 AWG HDD-CCS PEAS__ 2,785 Ibs_215000p5 _0,045" 0219 _44.9297__58.00__500'/1000°/2500"
74666 XXX G STR 747 HOD-CCS PEGO__4,7051bs 25200055 __0060" __0.324" 8180 10400 _**NEW-CALLUS
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